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ANY QUESTIONS???  CONTACT ROYAL VENDORS’ CUSTOMER SERVICE DEPARTMENT
CALL TOLL FREE (800) 931-9214

SERVICE BULLETIN # 00022

SUBJECT: Installing CoinCo Validator
MODELS: Merlin 2000 Series Electronic Vender
KIT NUMBER KIT DESCRIPTION  
010139 Merlin 2000 CoinCo Validator Kit

INSTRUCTIONS:
1. Unplug ballast lead from connecting 2-way cap.
2. Plug cap “A” into ballast lead.
3. Connect plug “B” into cap that ballast was first plugged into. 

A

B

Connect to
Circuit Board

Validator Jumper
p/n 010,138,014

Note:
After P.O. 1059, plug directly into
changer socket bracket.  Jumper will
not be needed.

BEFORE WORKING ON VENDER: Remove power from vender by
unplugging vender's main power cord from the AC voltage power source (wall
outlet).

The following areas of this vender contain voltage,
which can cause serious injury or even death.  The
main power cord, supplying 110 VAC to the evapo-
rator, EMI filter, and refrigeration system.  The
power line from the EMI filter to the ballast and
transformer.  The ballast can produce upwards of
600 volts.  Remove power from vender before
working in any of these areas.


